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FCO-500

SMD CRYSTAL CLOCK OSCILLATORS

FCO-5001) —X [XOA BN EFF D /ML, R ELICHE LB/ SMDKRFEREHTY .

FujiCom ‘s SMD oscillators “FCO-500 series” is ultra miniature size used for small and high

density of OA field.

¥ K / Features

Y EEE! “Low Profile
o BT vA— / Low Jitter
s A7) —xt / Lead(Pb) free
Yo BEITOUR )o7O—3MEIZE&E . Reflow soldering available.
Yo 87—, RoHS1ES X ~ Pb free, RoHS compliant
{£#% / Specification
Y418 B /Parameters 2% /Conditions {14 / Specifications
BE / Type FIART R FCO-516 FCO-526 FCO-536 FCO-556
EIRE DC VDD
Sﬁ BE o vol +1.8V£5% +2.5V 5% +3.3V£10% +5.0V=+10%
ower supply voltage
Gl 5 ) L J:~ i
J?&%@EEI A jﬁﬁ 1.00MHz ~ 160.00MHz 1.00MHz ~ 106.00MHz
requency range Over Less than
?W"“‘.’ﬁﬁ@ -10°C ~ +70°C, -40°C ~ +85°C
perating temp. range
BR¥EEE 2%&H% (ppm)
Frequency stability All conditions +20ppm, +25ppm, +50ppm, +100ppm
BT / Load Load (CL) 10LS TTL, 15pF max.
BRRFRME / Symmetry 50% VDD 40~60% / 45~55Y%
S EY/TTFY 10%VDD~90%VDD Snsec. max Tnsec. max
Rise / Fall time (Tr, Tf) (CL=max.) ) ) ) )
H AT E/Output Voltage VOL / VOH 10% VDD max. / 90%VDD min.
HBEER #1 Open, CL=max. 1.0~36MHz: 10mA max. ~36MHz: 20mA max.
Current consumption f MHz : IDD (max.) 36~70MHz: 20mA max. ~70MHz: 45mA max.
70~ 160MHz: 60mA max. ~106MHz: 90mA max.
HCEIRFRE/Start-up time IR BERE 10msec.
Vyh— / Jitter BF [/ Time 30psec. max.

b4 AT—MEBE ~ Tri-sate function : #1 Open

5\ #s~ti% / Dimensions (mm)
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—#3 Active, #1 >=70%VDD —#3 Active, #1 <=30%VDD —#3 High impedance

FCO-500
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